Fire Stopper® Fixing Arrangement

Push Up Operation
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PLEASE NOTE:

Mechanical or powsered cperation shall be
provided when the doorway exceeds 5.2m°
in area or when the height of the bottom of
the barrel enclosure above lloor level exceeds

2.2metres.
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PLEASE NOTE:

A fused live isolator is required aside motor unit [right or left side)
of apening. Alarm signal is required for solenaid device. Refer to
data sheat for ampaga requirement,

HAND CHAIN / HAND CHAIN WHEEL
OPERATION IS AVAILABLE. PLEASE

SECTION

MOTOR UNIT
PLAN REFER TO DATA SHEET.
Fire Stopper® Dimensional Requirements

QOperation Max_imum Maxi_mum HR | BD | PB.D.

Width | Height sy, Bishopsgate Int (Nig) Ltd
musnUpe | 2500 | 2500 506 | 356 | 180 52aCampbell Street

H Lagos Island CBD

Hand Chain 3500 | 1500 |506|356 | 180 Lagos State 100221
Mechanical 3000 | 3000 |506| 356 | 180 Tel. +234 (700) 247467 7-4283
Geared 4000 | 4000 |680] 400 | 180 Email: salesi@bishopsqate-ng.com
Handwheel . ) i
a:;‘ ihee 5000 | 5000 |730] 450 | 205 Web: wwwbishopsgote-ng.com
. 7000 | 7000 |800|500 | 250

For design loads please use 35kg per square metre.



